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(2) Alternative method. You may use 
an alternative test method for deter-
mining the mass fraction of organic 
HAP once the Administrator has ap-
proved it. You must follow the proce-
dure in § 63.7(f) to submit an alter-
native test method for approval. 

(3) Information from the supplier or 
manufacturer of the material. You may 
rely on information other than that 
generated by the test methods specified 
in paragraphs (e)(1) and (2) of this sec-
tion, such as manufacturer’s formula-
tion data, if it represents each organic 
HAP that is present at 0.1 percent by 
mass or more for OSHA-defined car-
cinogens, as specified in 29 CFR 
1910.1200(d)(4), and at 1.0 percent by 
mass or more for other compounds. If 
there is a disagreement between such 
information and results of a test con-
ducted according to paragraph (e)(1) or 
(2) of this section, then the test method 
results will take precedence unless 
after consultation, the facility dem-
onstrates to the satisfaction of the en-
forcement authority that the facility’s 
data are correct. 

(f) Capture of electrodeposition bake 
oven emissions. You must show that the 
electrodeposition bake oven meets the 
criteria in sections 5.3 through 5.5 of 
Method 204 of appendix M to 40 CFR 
part 51 and directs all of the exhaust 
gases from the bake oven to an add-on 
control device. 

(g) Control of electrodeposition bake 
oven emissions. Determine the effi-
ciency of each control device on each 
electrodeposition bake oven using the 
procedures in §§ 63.3164 and 63.3166. 

(h) Compliance demonstration. To dem-
onstrate initial compliance, the or-
ganic HAP emissions from the com-
bined primer-surfacer, topcoat, final 
repair, glass bonding primer, and glass 
bonding adhesive operations plus all 
coatings and thinners, except for dead-
ener materials and for adhesive and 
sealer materials that are not compo-
nents of glass bonding systems, used in 
coating operations added to the af-
fected source pursuant to § 63.3082(c) 
must meet the applicable emission lim-
itation in § 63.3090(b) or § 63.3091(b); the 
organic HAP emissions from the 
electrodeposition primer operation 
must meet the applicable emissions 
limitations in § 63.3092(a) or (b). You 

must keep all records as required by 
§§ 63.3130 and 63.3131. As part of the No-
tification of Compliance Status re-
quired by § 63.3110, you must submit a 
statement that the coating oper-
ation(s) was (were) in compliance with 
the emission limitations during the 
initial compliance period because the 
organic HAP emission rate from the 
combined primer-surfacer, topcoat, 
final repair, glass bonding primer, and 
glass bonding adhesive operations plus 
all coatings and thinners, except for 
deadener materials and for adhesive 
and sealer materials that are not com-
ponents of glass bonding systems, used 
in coating operations added to the af-
fected source pursuant to § 63.3082(c) 
was less than or equal to the applicable 
emission limit in § 63.3090(b) or 
§ 63.3091(b), and the organic HAP emis-
sions from the electrodeposition prim-
er operation met the applicable emis-
sions limitations in § 63.3092(a) or (b), 
and you achieved the operating limits 
required by § 63.3093 and the work prac-
tice standards required by § 63.3094. 

§ 63.3172 [Reserved] 

§ 63.3173 How do I demonstrate con-
tinuous compliance with the emis-
sion limitations? 

(a) To demonstrate continuous com-
pliance with the applicable emission 
limit in § 63.3090(b) or § 63.3091(b), the 
organic HAP emission rate for each 
compliance period determined accord-
ing to the procedures in § 63.3171 must 
be equal to or less than the applicable 
emission limit in § 63.3090(b) or 
§ 63.3091(b). A compliance period con-
sists of 1 month. Each month after the 
end of the initial compliance period de-
scribed in § 63.3170 is a compliance pe-
riod consisting of that month. You 
must perform the calculations in 
§ 63.3171 on a monthly basis. 

(b) If the organic HAP emission rate 
for any 1 month compliance period ex-
ceeded the applicable emission limit in 
§ 63.3090(b) or § 63.3091(b), this is a devi-
ation from the emission limitation for 
that compliance period and must be re-
ported as specified in §§ 63.3110(c)(6) and 
63.3120(a)(6). 

(c) You must meet the requirements 
of § 63.3163(c) through (j). 
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OTHER REQUIREMENTS AND INFORMATION 

§ 63.3175 Who implements and en-
forces this subpart? 

(a) This subpart can be implemented 
and enforced by us, EPA, or a delegated 
authority such as your State, local, or 
tribal agency. If the Administrator has 
delegated authority to your State, 
local, or tribal agency, then that agen-
cy (as well as EPA) has the authority 
to implement and enforce this subpart. 
You should contact your EPA Regional 
Office to find out if implementation 
and enforcement of this subpart is dele-
gated to your State, local, or tribal 
agency. 

(b) In delegating implementation and 
enforcement authority of this subpart 
to a State, local, or tribal agency 
under subpart E of this part, the au-
thorities contained in paragraph (c) of 
this section are retained by the EPA 
Administrator and are not transferred 
to the State, local, or tribal agency. 

(c) The authorities that will not be 
delegated to State, local, or tribal 
agencies are listed in paragraphs (c)(1) 
through (4) of this section: 

(1) Approval of alternatives to the 
work practice standards in § 63.3094 
under § 63.6(g). 

(2) Approval of major alternatives to 
test methods under § 63.7(e)(2)(ii) and (f) 
and as defined in § 63.90. 

(3) Approval of major alternatives to 
monitoring under § 63.8(f) and as de-
fined in § 63.90. 

(4) Approval of major alternatives to 
recordkeeping and reporting under 
§ 63.10(f) and as defined in § 63.90. 

§ 63.3176 What definitions apply to this 
subpart? 

Terms used in this subpart are de-
fined in the CAA, in the General Provi-
sions of this part, and in this section as 
follows: 

Add-on control device means an air 
pollution control device, such as a 
thermal oxidizer or carbon adsorber, 
that reduces pollution in an air stream 
by destruction or removal before dis-
charge to the atmosphere. 

Add-on control device efficiency means 
the ratio of the emissions collected or 
destroyed by an add-on air pollution 
control device to the total emissions 

that are introduced into the control de-
vice, expressed as a percentage. 

Adhesive means any chemical sub-
stance that is applied for the purpose 
of bonding two surfaces together. 

Adhesive and sealer material means ad-
hesives, sealers and thinners added to 
adhesives or sealers. 

Anti-chip coating means a specialty 
type of coating designed to reduce 
stone chipping damage. It is applied on 
selected vehicle surfaces that are ex-
posed to impingement by stones and 
other road debris. It is typically ap-
plied after the electrodeposition primer 
and before the topcoat Anti-chip coat-
ings are a type of primer-surfacer. 

Automobile means a motor vehicle de-
signed to carry up to eight passengers, 
excluding vans, sport utility vehicles, 
and motor vehicles designed primarily 
to transport light loads of property. 
See also Light-duty truck. 

Automobile and/or light-duty truck as-
sembly plant means facilities involved 
primarily in assembly of automobiles 
and light-duty trucks, including coat-
ing facilities and processes. 

Bake oven air seal means an entry or 
entry vestibule to or an exit or exit 
vestibule from a bake oven which iso-
lates the bake oven from the area im-
mediately preceding (for an entry or 
entry vestibule) or immediately fol-
lowing (for an exit or exit vestibule) 
the bake oven. No significant VOC gen-
erating activity takes place in a bake 
oven air seal. Fresh air is supplied into 
a bake oven air seal and is then di-
rected in part into the bake oven and 
in part into the area immediately pre-
ceding or immediately following the 
bake oven. 

Basecoat/clearcoat means a topcoat 
system applied to exterior and selected 
interior vehicle surfaces primarily to 
provide an aesthetically pleasing ap-
pearance and acceptable durability per-
formance. It consists of a layer of pig-
mented basecoat color coating, fol-
lowed directly by a layer of a clear or 
semitransparent coating. It may in-
clude multiple layers of color coats or 
tinted clear materials. 

Blackout coating means a type of spe-
cialty coating applied on selected vehi-
cle surfaces (including areas of the en-
gine compartment visible through the 
grill, and window and pillar trim) to 
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